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Vortex impeller

P2 Shaft power Curve ISO 9906 Liv. 2
Application Application

XFTs eireSFT esireS
Suitable for lifting of particular muddy waters, sea waterSuitable for lifting of muddy dirty waters, biological waste 

ggressive effluents in the chemical, pharmaceutical, waters, rain waters, industrial and zootechnical muds. They
 alimentary, galvanic, textile and tanning industry.are available with foot rest or discharge connection bracket.
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Motor  Class "F"  (155°C - 310°F)  / Protection  IP 68  /  Max. temp. Liq. 40°C

50 TF-TFX 190B  

50 TF-TFX 219C  

1450

Protections on request: thermal protection and moisture sensor
For pump with protections

50 TF-TFX/2 142  

4G2,5
7G1,5

50

2900
50 TF-TFX/2 152

50 TF-TFX/6 200B

50 TF-TFX/6 219B
55

49
50 TF-TFX 210B  

50 TF-TFX 219B  

50 TF-TFX 200B

2,2

960

3 ∼ 50 Hz

1,1

0,82 400 V.

3,5

5,7

14 1612108642

 kW

Q

(P2)

(m)

0

4

8

20

24

28

0 10 20 30 40 50 60 70m³/h

9

8

1

2

3

12

16

2018

4

5

η MAX

η MAX

16

18

2

1

4

5
6

0

706050403020100

14

12

10

8

6

4

2

0

(m)

(P2)
 kW

2 4 6 8 10 12 1614

H

20

6
5

4

9

8

3

2
1

3
1 2

18

3

7

7

55%
54%

54%

44%

44%

52%

52%

43%
46%

H

l/sec

50 TF-TFX (AISI 316)Submersible  pumps

960/1450 r.p.m. 2900 r.p.m.

and a
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Dimensions mobile installation

Fixed installation 
Discharge connection bracket  “D”  type - DN 65 / 80 
Construction in cast iron  / Stainless steel AISI 316 

Series TFX 

Principal parts :  Stainless steel AISI 316 
Shaft :  Stainless steel AISI 316 
Impeller Stainless steel AISI 316
Screw :  Stainless steel AISI 316 

Mechanical seals Serie TFX 

Upper   Graphite /Aluminium

Lower Silicon carbide 

COSTRUCTION - Materials

Series TF 

Principal parts   :  Cast iron G 25 
Shaft   :  Stainless steel AISI 420 

 Impeller Cast iron G 25
Screw :  Stainless steel AISI 304

Tenute meccaniche Serie TF 

Upper     Graphite/Aluminium

Lower          Silicon carbide

Lowest shut-off level for automatic control. 

Minimum covering level for continuous service.
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Pipe guide
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